                                                  EQUIPMENT SPECIFICATIONS FOR

                           CAPTAIN CARDIAC AND THE CORONARIES

1 - SCOPE: THIS SPECIFICATION DETAILS THE MINIMUM EQUIPMENT REQUIREMENTS FOR “CAPTAIN CARDIAC AND THE CORONARIES” (A 50’S & 60’S ROCK AND ROLL BAND) IT SHALL COVER ALL ASPECTS FOR A STAGE SETUP INCLUDING MAIN SPEAKERS, 6 INDIVIDUAL MONITORS WITH INDIVIDUAL MIXES, MICROPHONES, DRUMS, BASS & AMPLIFICATION, GUITAR & AMPLIFICATION, KEYBOARD & AMPLIFICATION (KEYS MAY BE MIXED THRU MONITORS IN LIEU OF A SEPARATE MIXER), AND LIGHTING. UNLESS NOTIFIED AT LEAST TWO WEEKS PRIOR TO THE ENGAGEMENT, ”CC&C” WILL BE ASSURED THAT THE SPECIFICATIONS WILL BE MET.
2 - DETAILED REQUIREMENTS: 

2.1 - GENERAL: “CC&C” IS A SIX PIECE BAND CONSISTING OF ONE LEAD VOCALIST (CAPTAIN), GUITAR & VOCALIST (WOODY), BASS & VOCALIST (LUMPY), 
DRUMMER & VOCALIST (TOMMY), KEYBOARDS & VOCALIST (SQUALLY), SAX & VOCALIST (SCOTTY). ALL MEMBERS SING AND WILL REQUIRE ONE MONITOR EACH WITH INDIVIDUAL MIXES (6 TOTAL). OUR SHOW HAS CHOREOGRAPHY WITH JUMPING, SHIFTING, AND OTHER PHYSICAL MOVEMENT OF THE BAND MEMBERS WHICH REQUIRES A SOLID STAGE. SEE OUR WEB SITE FOR INFO: www.captaincardiac.com


2.2 - EQUIPMENT SPECS:
 THE FOLLOWING EQUIPMENT (OR EQUIVALENT), SHALL BE                

                  PROVIDED BY THE SOUND COMPANY; INCLUDING A SOUND TECH(S).

	EQUIPMENT
	MAKE
	MODEL
	MIN. SPEC
	SUBSITUTE

	Main Speakers, Board, Amps
	Proper size for room
	Chosen by sound company
	15” w/horn, sub woofers
	Great quality

	Monitors


	Chosen by sound co.
	Good quality brand
	12 – 15” w/horn
	In-Ear Monitors



	In-Ear Monitor

System
	Shure or equiv.
	We have ear buds by Shure
	
	Sennheiser

	Monitor Board
	Chosen by sound co.
	Chosen by sound co.
	12/16 channel
	Great quality

	Delay & Reverb
	50’s 60’s sound
	
	
	

	Bass Guitar

Bass Amp
	Fender

Mesa Boogie
	Precision

Bass 400
	200 watts
	Yamaha

Ampeg SVT

	Guitar
Guitar Amp
	Gibson, Epiphone, equiv
Fender, Line 6, equiv 
	Hollow/Semi Body

Twin Reverb, equiv.
	100 watts
	Similar

Similar

	Keyboard
	Yamaha
	S-80
	
	Roland D-50

	Keyboard
	Roland
	JV-80
	
	Hammond B-3

	5 wired mics.
	Shure
	SM-58 or better
	Clean
	EV

	1 wireless mic.
	Shure or equiv
	
	Great quality
	

	wireless sax mic.
	Shure or equiv
	
	Great quality
	

	Drums
	Ludwig, Tama, Yamaha
	5 piece kit
	Extra snare/head
	Red Sparkle? 

	Mic stands
	Tripod
	5 Boom, 1 straight 
	For vocals
	

	Stands
	2 guitar, 1 tenor sax
	1 double tier key stnd.
	
	

	Drum Riser
	
	
	8’ x 6'x 3’
	

	Cables for
	Guitar, bass, keys
	
	
	


                  2.3 - BAND PROVIDED EQUIPMENT: THE FOLLOWING ITEMS WILL BE SUPPLIED BY (CCC) UNLESS OTHERWISE AGREED WITH SOUND COMPANY.

1 - TENOR SAXOPHONE WITH SHURE WIRELESS SYSTEM UNLESS SOUND CO. SUPPLIES
1 - SHURE WIRELESS SYSTEM FOR LEAD VOCAL UNLESS SOUND CO. PROVIDES.
2.4 - KEYBOARDS: ANY SYNTHESIZERS SHALL BE CHECKED FOR TUNING WITHIN 3 DAYS PRIOR TO ENGAGEMENT.

2.5 - MONITOR MIX: THE BAND CAN BRING 6 IN-EAR MONITORS, IF WE CAN USE IN LIEU OF STAGE MONITORS (THIS NEEDS TO BE ARRANGED PRIOR TO THE ENGAGEMENT) 
A 12 – 16 CHANNEL MONITOR MIXER IS REQUIRED TO SUPPLY EACH BAND MEMBER WITH WHATEVER INDIVIDUAL SEND TO HIS MONITOR. THE MIXER CAN BE STATIONED ON THE STAGE AND THE BAND CAN CONTROL THE MONITOR SENDS IF A MONITOR TECH IS NOT PROVIDED. 

NOTE:  A KEYBOARD AMP IS NOT NECESSARY IF THIS SETUP IS PROVIDED.

2.6 - DIGITAL DELAY/REVERB REQUIRED ON SINGING VOCALS. DURING INTERVALS BETWEEN SONGS TALKING WILL REQUIRE DELAY/REVERB OFF UNTIL SINGING OR PLAYING PROCEEDS. 

2.7 - STAGE SET UP:  THE STAGE SETUP IS DESCRIBED IN THE ATTACHED DRAWING, THE STAGE DIMENSIONS REPRESENT THE MINIMUM REQUIREMENTS. THE STAGE MUST BE SOLID AND IF IN SEGMENTS, MUST BE INTERCONNECTED SUCH THAT SEPARATION DOES NOT OCCUR. 

2.8 - POWER: THE POWER REQUIREMENTS FOR THE ABOVE EQUIPMENT SHALL BE FORWARDED TO THE PERFORMANCE LOCATION ENGINEER WHOSE NAME SHALL BE PROVIDED TWO WEEKS PRIOR TO THE ENGAGEMENT. THE SOUND CO. SHALL BE RESPONSIBLE FOR ASSURING THAT THE POWER REQUIREMENTS ARE MET. GROUND CHEATERS OR LIFTERS SHALL NOT BE USED UNLESS DISCUSSED WITH THE BAND PRIOR TO THE PERFORMANCE.

2.9 - DRUMS: 5 PIECE KIT IN GOOD CONDITION, GOOD HEADS, DRUM KEY, EITHER AN EXTRA SNARE DRUM OR EXTRA SNARE DRUM HEAD, ONE RIDE CYMBAL (20” – 22”) PAISTE, ZYLDJIAN, TWO CRASH CYMBALS (16” – 18”), HI HAT CYMBALS (14”) HI HAT TO BE TALL SIZE, STURDY DRUM THRONE.


